
Moley’s line of Fully Enclosed Hydraulic Scrap Magnets are robust 
heavy-duty scrap magnets with patented control values; ideally 
suited for demolition use, or any other application where a quick 
changing attachment is beneficial. 

This hydraulic magnet truly defines flexibility. With just two 
hydraulic hoses to connect, you can have the unit up and 
running in minutes.  The ease of installation allows you to 
control the magnet with the activation of the hydraulic 
circuit. Our ESA magnet was designed with flexibility in mind. 
The hydraulic flow can come from an auxiliary line or bucket 
circuit; just connect and go. 

• Fully enclosed hydraulic system with the 
generator, pump, and controls mounted 
directly on the magnet for streamlined 
installation and protection 

•  Patented control valve 

•  Easy hook-up “connect and go” setup — only 
two hydraulic lines plus lifting chain required 

•  Flexible operation from either bucket    on 
chains or on a bracket to the stick    of the 
machine 

• Quick implement change capability so the 
magnet doesn’t require a dedicated 
machine

 
•  Available in multiple sizes to fit your 

application 
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MAGNET KW VOLTAGE WEIGHT DIAMETER GPM PSI SLAB 

1,450 6,500 lbs 

1,160 7,950 lbs. 

1,450 8,800 lbs. 

1,600 10,450 lbs. 

1,600 12,125 lbs. 

2,180 30,850 lbs. 

2,900 43,600 lbs. 

H.M. 
MINIMUM 

300 lbs. 

375 lbs. 

470 lbs. 

615 lbs. 

770 lbs. 

1,320 lbs. 

1,540 lbs. 

TURNINGS 
EXCAVATOR 

130 lbs. 

155 lbs. 

275 lbs. 

325 lbs. 

440 lbs. 

665 lbs. 

792 lbs. 

MINIMUM 
EXCAVATOR 

WEIGHT 

5 T 

5 T 

6 T 

11 T 

11 T 

22 T 

28 T 

ESA 28L 1.8 110V 882 28 5 

ESA 32 3.2 230V 1,433 32 8 

ESA 36L 3.4 230V 1,540 36 8 

ESA 38 4.5 230V 1,914 38 13 

ESA 42 5.5 230V 2,425 42 18 

ESA 50 7.2 230V 3,638 50 18 

ESA 60 11 230V 5,500 60 18 

TECHNICAL SPECIFICATIONS 

C O M PA T I B I L I T Y  
Designed to integrate with excavators and other 
hydraulic-equipped carriers, the ESA Fully Enclosed Hydraulic 
Magnet runs off  your machine’s bucket or auxiliary hydraulic 
lines with just two hose connections for quick hookup. 

U S AG E  
Built for high-efficiency material handling in demolition, 
scrap, recycling, and other rugged environments, the ESA 
hydraulic magnet quickly lifts and moves ferrous metal 
when activated via joystick, auxiliary switch, or foot pedal. 

WA R R A N T Y  
Our warranty protects against defects in materials and 
workmanship. Built to last and designed to perform, every 
Moley Magnetics product is backed by our commitment    
to quality. 

KEY FEATURES  
•  Ease of installation complete with 

enclosed system (pump, generator  and 
control box are mounted under the 
metal cover on top of the magnet 

•  Moley’s patented control valve ensures 
that the magnet installation is smooth for 
technicians and operators alike. 
Adjustments can be made without 
removing the magnet lid

•  Hook up hydraulic lines, confirm 
pressures/flows, and go

• Allows user to change implements 
quickly and easily 

•  No need to have a machine dedicated 
to only a magnet
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