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MODEL SURFACE CAPACITY WEIGHT CYL. FORCE SIZES (in.) MACHINE

FT² CUBIC YDS LBS. NUM TONS A B C D E TONS

MBD 50 22 0.05 353 1 2.0 29 47 27 24 15 3-5

MBD 100 32 0.10 397 1 1.7 33 57 32 26 15 3-5

MBD 250 43 0.27 772 1 3.1 46 69 33 26 24 5-10

MBD 350 43 0.38 882 1 3.1 46 69 33 26 33 7-12

MBD 450 43 0.49 1,102 1 3.1 46 69 33 26 39 10-14

MBD 500 54 0.55 1,322 1 2.6 50 80 39 27 39 13-16

MBD 600 55 0.72 1,808 2 6.1 48 78 44 35 36 15-22

MBD 700 70 0.92 2,006 2 5.2 52 86 47 36 36 18-25

MBD 800 80 1.05 2,205 2 5.0 57 93 57 37 39 25-33

Moley Standard MBD - Single or Double Cylinder 

DEMOLITION GRAPPLES

MPT Demo Tie Grapples

MODEL SURFACE CAPACITY WEIGHT CYL. FORCE SIZES (in.) MACHINE

FT² CUBIC YDS. LBS. LBS. (OR7V) NUM TONS A B C D E F TON
MB 70 SG 65 0.68 2,204 2,756 2 5 52 85 45 39 36 15 17-22
MB 75 SG 75 1.04 2,646 3,638 2 11 56 85 51 41 44 15 22-44
MB 90 SG 96 1.04 3,197 3,373 2 10 60 91 51 41 44 15 28-44

MB 120 SG 97 1.56 3,307 3,461 2 9 62 98 54 42 52 15 40-50

Moley Heavy MB - SG - Twin Cylinder 

Tine Configurations:

• Sizes 0.27 yd3 to 0.55 yd3

• 24-Month Warranty
• Hardened Shaft
• Wear Resistant Blade

• Safety Holding Valve
• Hardox 400 Construction
• 360° Rotation Available
• Different Tine Config. Avail.
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-Dati e pesi sono indicativi: la ditta si riserva il diritto di apportare senza preavviso migliorie e modifiche necessarie per il buon funzionamento.
-Data and weight are indicative: the company reserve the right to make any improvements and changes required for good operation, without giving advance notice.
-Les dònnées et les poids sont à titre indicatif: l'entreprise se réserve d'apporter sans préavis, les méliorations et les modification nécessaries au bon fonctionement.
-Daten und Gewichte sind nur zur Orientierung gedacht: Die Firma behält sich das Recht vor, ohne Vorankündigung Verbesserungen und Änderungen vorzunehmen die zur
einwandfreien Funktionsweise notwendig sein solten.
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DIMENSIONI (mm)
SIZES (mm)

DIMENSIONS (mm)
ABMESSUNGEN (mm)

M2 Kg N° A B C D E F G
MPT 5 0,7 820 2 1440 1090 2070 1180 910 930 670

MPT 5 R 0,7 860 2 1310 950 2180 1210 910 930 720
MPT 5 C 0,7 850 2 1440 1090 2070 1180 910 930 670
MPT 6 1 890 2 1570 1230 2390 1340 960 930 830

MPT 6 R 1 930 2 1570 1230 2390 1340 960 930 830
MPT 6 C 1 920 2 1570 1230 2390 1340 960 930 830
MPT 7 1,4 890 2 1990 1610 2760 1530 1010 930 1020

MPT 7 R 1,4 1000 2 1990 1610 2760 1530 1010 930 1020
MPT 7 C 1,4 990 2 1990 1610 2760 1530 1010 930 1020
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MACHINE

MASCHINE

t t MAX BAR L/min sec t
CLOSE OPEN CLOSE OPEN CLOSE OPEN

MPT 5 4 4,7 330 300 130 140 1,5 1 14-20
MPT 6 4 4,2 330 300 130 140 1,5 1 19-25
MPT 7 4 3,5 330 300 130 140 1,5 1 22-26

MODEL SURFACE WEIGHT CYLINDERS SIZES (in.)

ft2 LBS. N A B C D E F  G

MPT 5 7.5 1,807 2 57 50 81 47 36 37 26

MPT 6 10.8 1,862 2 62 48 94 53 38 37 33

MPT 7 15.1 1,962 2 78 63 109 60 40 37 40

MODEL LOAD CAPACITY FORCE PRESSURE REC OILFLOW TEMPS MACHINE

TONS TONS PSI G/MIN SEC TONS

CLOSE OPEN CLOSE OPEN CLOSE OPEN

MPT 5 4.4 5.2 4,786 4,351 34 37 1.5 1 15-22

MPT 6 4.4 4.6 4,786 4,351 34 37 1.5 1 21-27

MPT 7 4.4 3.9 4,786 4,351 34 37 1.5 1 24-29

Moley Demolition Grapples are heavy-duty grapples designed for applications involving 
structure demolition, material handling, waste transfer facilities, site cleanup, and loading 
construction or demolition debris. Moley Magnetics, Inc. offers durable and long-lasting 
demolition grapples that are constructed with HARDOX and WELDOX certified steel.
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MODEL ROTATORS CAP PRESSURE TEETH/WEIGHT SIZES (in.) MACHINE

TON CUB. YDS PSI N/LBS A B C D E F TONS

MPOS 350 PH - 0.46 4786 4/1433 5/1565 6/1698 52 69 76 44 34 5 13-18

MPOS 350 PH - OR 2 S 11 0.46 4786 4/1587 5/1719 6/1940 52 69 76 44 34 11 13-18

MPOS 450 PH - 0.59 4786 4/1477 5/1675 6/1830 53 73 81 46 35 5 15-22

MPOS 450 PH - OR 2 S 11 0.59 4786 4/1719 5/1918 6/2072 53 73 81 46 35 11 15-22

MPOS 550 PH - 0.72 4786 4/1631 5/1829 6/2028 54 76 85 48 36 5 20-25

MPOS 550 PH - OR 2 S 11 0.72 4786 4/1873 5/2094 6/2293 54 76 85 48 36 11 20-25

MPOS 550 PH - OR 1 S 17 0.72 4786 4/2138 5/2359 6/2557 54 76 85 48 36 12 20-25

Moley MPOS PH Orange Peel Excavator

SCRAP GRAPPLES
ORANGE PEEL GRAPPLES

Moley MPV FH Orange Peel Material Handler

MODEL CAPACITY PRESSURE TEETH/WEIGHT SIZES (in.) MACHINE

CUBIC YDS PSI N/LBS A B C D E F TONS

MPV 450 FH OR 2 S 0.59 4,786 4/2,425 5/2,535 6/2,469 51 72 81 66 55 10 17-26

MPV 550 FH OR 2 S 0.72 4,786 4/2,359 5/2,579 6/2,800 53 76 85 69 56 10 20-26

MPV 550 FH OR 1 S 0.72 4,786 4/2,535 5/2,756 6/2,976 53 76 85 69 56 12 26-33

MPV 600 FH OR 1 S 0.78 4,786 4/2,844 5/3,175 6/3,505 58 78 88 68 57 12 24-44

MPV 700 FH OR 1 S 0.92 4,786 4/3,064 5/3,395 6/3,726 60 84 93 71 54 12 27-49

MPV 800 FH OR 1 S 1.05 4,786 4/3,307 5/3,538 6/3,968 63 86 96 70 59 12 30-49

MPV 1000 FH OR 1 S 1.30 4,786 4/3,505 5/3,880 6/4,255 67 97 107 76 61 12 33-49

MPV 1500 FH OR 1 S 2.00 4,786 4/4,982 5/5,423 6/5,864 74 111 121 78 67 12 38-55

MPV 2000 FH OR 1 S 2.62 4,786 4/6,085 5/6,085 6/6,526 82 131 131 83 69 12 38-55

MPV 2500 FH OR 1 S 3.25 4,786 4/8,333 5/9,987 6/11,640 100 138 154 114 92 8 55-80

Tine Configurations:
Closed       Semi-Closed       Straight

Move scrap, waste & loose materials with stability, power & efficiency. Moley 
Magnetics Inc. offers durable long lasting Excavator Orange Peel Grapples that 
are constructed with HARDOX and WELDOX certified steel. Available with 360º 
hydraulic or fixed mechanical rotation.

Move wood or various debris with stability, power and efficiency. Moley 
offers durable and long lasting Material Handler Orange Peel Grapples that 
are constructed with HARDOX and WELDOX certified steel. The use of HARDOX 
alloys offers greater strength while the lower weight allows for larger loads on 
smaller machines.
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Satisfying All Your Lifting Needs.

Moley MPV FH EL 230-V Magnet Grapple

MODEL CAPACITY WEIGHT TEETH/WEIGHT MAGNET SIZES (in.) VOLT WATT EXCAVATOR

CUBIC YDS LBS. N SIZE A B C D E V KW TONS

MPV FH EL 450/4 Magnet Grapple 0.59 3,086 4 31 x 8 h 54 100 67 40 3 230 3.0 26-33

MPV FH EL 550/4 Magnet Grapple 0.72 3,263 4 31 x 8 h 54 105 69 40 4 230 3.0 26-33

MPV FH EL 700/4 Magnet Grapple 0.92 4,189 4 35 x 10 h 62 115 71 38 4 230 4.5 28-50

MPV FH EL 800/4 Magnet Grapple 1.04 4,851 4 40 x 10 h 65 119 70 43 4 230 5.5 31-50

MPV FH EL 1000/4 Magnet Grapple 1.30 5,071 4 40 x 10 h 69 131 76 43 6 230 5.5 33-50

MPV FH EL 1200/4 Magnet Grapple 1.60 5,357 4 40 x 10 h  73 151 78 43 9 230 5.5 33-50
MPV FH EL 1500/4 Magnet Grapple 2.00 7,385 4 50 x 10 h 80 168 83 49 6 230 8.0 36-55

*also available in 5-tine configurations

Moley MPV P EL Compact Magnet Grapple
MODEL CAPACITY PRESSURE TEETH/WEIGHT SIZES (in.) MACHINE

CUBIC YDS PSI N/LBS A B C D E TONS
MPOS 250/5 P EL 0.33 3,916 5/1,367 43 85 47 26 4 8-15
MPOS 300/5 P EL 0.39 3,916 5/1,433 44 85 47 26 6 8-15
MPOS 450/5 P EL 0.39 3,916 5/1,764 50 100 53 26 6 15-22

Moley Magnet Grapples combine the tines of a standard orange-peel grapple with the capa-
bility of a round lifting magnet. The unique design and placement of the magnet allows for 
maximum lifting capacity, beyond that of a standard magnet grapple. In order to operate the 
hybrid attachment, the Moley 230-V Magnet Grapple needs a generator and controller.

Moley MPOS P Compact Orange Peel Grapple
MODEL ROT. CAP PRESS. TEETH/WEIGHT SIZES (in.) MACHINE

TON CUB. YDS PSI N/LBS A B C D E F TONS

MPOS 140 P RI 4 0.18 4351 4/606 - - 36 50 56 27 24 4 5-8

MPOS 180 P RI 4 0.24 4351 - 5/739 - 38 55 62 30 25 4 6-10

MPOS 180 P RI 6 0.24 4351 - 5/761 - 38 55 62 30 26 5 6-10

MPOS 240 P RI 6 0.31 4351 - - 6/915 39 57 63 31 26 5 8-13

MPOS 250 P RI 6 0.33 4351 4/761 5/871 6/959 40 61 68 33 27 5 8-13

MPOS 300 P RI 6 0.34 4351 4/849 5/937 6/1025 41 66 72 36 28 5 8-13

MPOS 350 P RI 6 0.46 4351 - - 6/1091 44 69 76 37 28 5 8-13

MPOS 400 P RI 6 0.52 4351 - - 6/1091 43 71 80 40 28 5 8-13

MAGNET GRAPPLES
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